
UTAH OIL AN[3 GAS CONSERVATION COMMlŠSiON

DATE FILED FEBRUARY 17, 1998
LAND: FEE & PATENTED STATE LEASE NO PUBLICLEASE NO INDIA14-2 0 -6 2 -47 0 3
DRILLINGAPPROVED MAY 4, 1998
SPUDDED IN

COMPLETED PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GOR

PRODUClNGZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATE ABANDONED

FIELD UNDESIGNATED FIELD
UNIT:

COUNTY: DUCHESNE
WELLNO. UTE 1-1D7 API NO. 43-013-31875
LOCATION 8 25 FNL FT. FROM (N) (S) LINE 10 0 0 FNL FT. FROM (E) (W) LINE NE NE 1/4 - 1/4 SEC.

TWP. RGE. SEC. OPERATOR TWP RGE SEC. OPERATOR

4S 7W 1 COASTAL OIL & GAS



FORM APPROVEDForm 3160-3 SUBMIT IN TRIPLICATE*
OMB NO. 1004-0136UNITED STATES (Oth nrstruct s on

Expires: February 28, 1995
DEPARTMENT OF THE INTERIOR 5. LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LANDMANAGEMENT
14-20-H62-4703
6 IFINDIAN. 611 TTFFDPTPIBFUNF

APPLICATION FOR PERMIT TO DRILL OR DEEPEN Ute
la. TYPE OF WORK 7. UNIT AGREEMENT NAME

DRILL DEEPEN N/A
b. TYPE OF WELL

OIL GAS SINGLE MULTIPLE 8. FARM OR LEASE NAME, WELL NO.WELI., WELL OTHER ZONE ZONE Uto 1-1D7
2. NAME OF OPERATOR

Coastal Oil & Gas Corporation
9.. APTWFII.NO

3. ADDRESS AND TELEPHONE NO.
P.O. Box 749, Denver, CO 80201-0749 (303) 573-4476

10. FIELDANDPOOL,0RWILDCAT
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) Cedar RimAt surface

825' FNL& 1000' FEL
11. SEC.,T.,R.,M.,0RBLK.At proposed prod. zone AND SURVEY OR AREA

Section 1, T4S-R7W
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE
Approximately 11miles west of Duchesne, Utah Duchesne Utah
15. DISTANCE FROM PROPOSED*

16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNEDLOCATION TO NEAREST
TO THIS WELLPROPERTY OR LEASE LINE, FT. 1300 ' 640 40(Aho to nearest drly unit line if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEFl'H 20. ROTARY OR CABLE TOOLSTO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT. See Topo Map C 9, 000 Rotary

21. ELEVATIONS (Show whether DF,RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

Ungraded GR = 655T Upon Approval
23 PROPOSED CASING AND CEMENTING PROGRAM

RT79 OP HOT.P GRADE SI7F OP CASTNG WFTGHT PFR FOOT SETTTNG DEVrH OTTANTlTV OF DFMPNT

See Attached
Drilling Program

Coastal Oil & Gas Corporation proposes to drill a well to the proposed TD as stated above. If
productive, casing will be run and the well completed. If dry, the well will be plugged and abandoned as
per BLMand State of Utah requirements.

See the attached Drilling Program and Multi-point Surface Use & Operations Plan.

Coastal Oil & Gas Corporation is considered to be the operator of the subject well. It agrees to be
responsible under the terms and conditions of the lease for the operatiogs conducted upon the leased
lands. Bond coverage pursuant to 43 CFR3104 for lease activities is being provided for by: State of
Utah Bond #102103,BLMNationwide Bond #U605382-9, and BIA Nationwide Bond #114066-A.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM; If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill ordeepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout preventer prograin, if any.

24. BOnnie CarSOn

SIGNED . TifLE
Senior Environmental Analyst

DATE
4/15/97

(This space for Federal or State office use)

PERMIT NO. r APPROVAL DATE

Application approval does not warrant or itable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon.
CONDITIONS OF APPROVAL, IF AN * "

BRADLEYG. HILL
\ , RECLAMATIONSPECIAUST III

APPROVED BY TITLE DATE
See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, rime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or resentations as to any matter within its



COASTAL OIL & GAS CORP.

T4S, R7W, U.S.B.&M. Well location, UTE #1-1D7, located as shown
in Lot 1 of Section 1, T4S, R7W, U.S.B.&M.,
Duchesne County, Utah.S69°577

- G.L.O. (Basis of Bearings)
T3S sas·57'E

- 40.00 (G.L.O.) 2622.70' (hieasured)
BASIS OF ELEVATION

S Stone / 1/f Rear
P//e of Stones

io .A SPOT ELEVATIONLOCATED AT THE SOUTHEAST CORNER
OF SECTION 31, T3S, R6W, U.S.B.&M. TAKEN FROM THE
RABBIT GULCHQUADRANGLE,UTAH, DUCHESNE COUNTY,

Lot 4 Lot J Lot 2 Lot 1 7.5 MINUTE SERIES (TOPOGRAPHICAL MAP) PUBLISHED
1000 BY THE UNITED STATES DEPARTMENT OF THE INTERIOR,

UTE /1-107 (comp.) GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED AS
Bev. Ungraded Ground = 6557' BEING 6455 FEET.

c N

h//ss/ng o o
o O - o

SCALE

CERTIFICATE
THIS IS TO CERT1FYTHAT THE ABOVE PLAT WAS
FIELD NOTES OF ACTUALSURVEYS MADE BYjiE UNDER Y
SUPERVISIONAND THAT THE SAME ARE TRU A ORRECT TO
BEST OF MY KNOWLEDGEAND BEUEF

REGISTERED D .SUR
REGISTRAT10 0. ½1319
STATE OF U

UINTAH ENGINEERING & I.sAND

RR 85 SOUTH 200 FAST - VERNAI,, UTAH 84078S89°55 W - 79.90 (G.L.O.)
LEGEND: (801) 789-1017

SCALE DATE SURVEYED: DATE DRAWN:
=

90° SYMBOL 1" = 1000' 02-14-97 03-12-97WW PM REFERENCESA = PROPOSED WELL HEAD. L.D.T. B.G. D.R.B. G.L.O. PLAT
A = SECTION CORNERS LOCATED. WEATHER FILE

COLD COASTAL OIL & GAS



Coastal
TheEnergy People

State of Utah
Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
Salt Lake City, UT 84114-5801

Re: Ute #3-31C6 Ute #1-1D7
Section 3, T3S-R6W Section 1, T4S-R7W
Duchesne County, Utah Duchesne County, Utah

To whom it may concern:

Enclosed is the Application for Permit to Drill (APD), the Drilling Program, and the Surface Use
and Operations Plan for the referenced wells. Please note that additional copies have been sent
to the BIA and the Ute Tribe.

If you have anÿ questions concerning the enclosed documents, please contact me at (303) 573-
4476.

Bonnie Carson
Senior Environmental Analyst

Enc.

cc: Ute Tribe - Attn: Ferron Secakuku
BIA - Attn: Dianne Mitchen
Bureau of Land Management, Vernal, UT

CoastalOil&GasCorporation
ASUBSIDIARYOFTHECOASTALCORPORAT/0N
600 17THST•STE 800 S•P 0 BOX749•DENVERCO80201
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DEPARTMENT OF THE INTERIOR 5. LEASEDESIGNATIONANDSERIALNO.
14-20-H62-4703

BUREAUOFLANDMANAGEMENT
6 IFINDTAM AIIOTTFFnpTylgFNaWF

APPLICATION FOR PERMIT TO DRILL OR DEEPEN Ute
la. TYPE OF WORK 7. UNIT AGREEMENT NAME

DRILL i DEEPEN N/A
b. TYPE OF WELL

OIL GAS SINGLE MULTIPLE 8. FARM OR LEASE NAME, WELL NO.WELL WELL OTHER ZONE ZONE Ute 1-1D7
2. NAME OF OPERATOR

Coastal Oil & Gas Corporation 9 MIWFIT NO
3. ADDRESS AND TELEPHONE NO.
P.O. Box 749, Denver, CO 80201-0749 573-4474 10. FIELDANDPOOL,ORWILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any Stat t Cedar Rim
At surface

825' FNL& 1000' FEL
11. SEC.,T.,R.,M.,ORBLK.At proposed prod. zone AND SURVEY OR AREA

Section 1, T4S-R7W
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICI 12. COUNTY OR PARISH 13. STATE
Approximately 11miles west of Duchesne, Utah IV.OFO!LCM Duchesne Utah
15. DISTANCE FROM PROPOSED*

. 16. NO. OF ACRES Ë LEASE 17. NO I ACRES ASSIGNEDLOCATION TO NEAREST •-"-·=••-••'- --- TO THI$ WELLPROPERTY OR LEASE LINE, FT.
- 1300 ' 640 40

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEFlH 20. ROTARY OR CABLE TOOLSTO NEAREST WELL, DRILLING, COMPLETED,
,OR APPLIED FOR, ON THIS LEASE, vr. See Topo Map C 9, 000 Rotar y

21. ELEVATIONS (Show whether DF,RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

Ungraded GR = 6557' Upon Approval
i

23 PROPOSED CASING AND CEMENTING PROGRAM

SI7P OF HOT.F GH ADP RT7.EOF CARTNG WFTATIT PFR FOOT SFTTTNG OFPTH OTTANTITY OF PRMRNT

See Attached
Drilling Program

Coastal Oil & Gas Corporation proposes to drill a well to the proposed TD as stated above. If
productive, casing will be run and the well completed. If dry, the well will be plugged and abandonedas
per BLMand State of Utah requirements.

See the attached Drilling Program and Multi-point Surface Use & Operations Plan.

Coastal Oil & Gas Corporation is considered to be the operator of the subject well. It agrees to be
responsible under the terms and conditions of the lease for the operatiomr conducted upon the leased
lands. Bond coverage pursuant to 43 CFR 3104 for lease activities is being provided for by: State of
Utah Bond #102103,BLMNationwide Bond #U605382-9, and BIA Nationwide Bond #114066-A.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or
deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

24.

3I3: Tif E

SennoerCEanrvrnonmental
Analyst

DATE
4/15/97

(This space for Federal or State office use)

PERMIT NO. APPROVAL DATE

Application approwl does not warrant or certify that the applicant holds legal or equitable title to those rights in tbe subject lease which would entitle the applicant to coixluct operations thereon.
CONDITIONS OF APPROVAL, IF ANY:

APPROVED BY TlTLE DATE
*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its



COASTAL OIL & GAS CORP.

T4S, R7W, U.S.B.&M. Well location, UTE #1-1D7, located as shown
in Lot 1 of Section 1, T4S, R7W, U.S.B.&M.,
Duchesne County, Utah.SB9°577

- G.L.O. (Bas/s of Bearings)
T3S ses 57'E - 40.00 (G.L.O.) 2622.70' (Measured)

BASIS OF ELEVATION
S Ston. A Vr naar

/ P//e of Stones

in A SPOT ELEVATIONLOCATED AT THE SOUTHEAST CORNER
OF SECTION 31, T3S, R6W, U.S.B.&M. TAKEN FROM THE
RABBIT GULCH QUADRANGLE,UTAH, DUCHESNE COUNTY,

Lot 4 Lot J Lot 2 Lot 1 7.5 MINUTESERIES (TOPOGRAPHICAL MAP) PUBLISHED
0 • BY THE UNITED STATES DEPARTMENT OF THE INTERIOR,
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STATE OF UTAH
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COLD COASTAL OIL & GAS
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UTE #1-1D7
825' FNL & 1000' FEL

NEINE, SECTION 1-T4S-R7W
DUCHESNE COUNTY, UTAH

LEASE NUMBER: 14-20-H62-4703

ONSHORE ORDER NO. 1
COASTAL OIL & GAS CORPORATION

DRILLING PROGRAM

All lease and/or unit operations will be conducted in such a manner that full compliance is made withapplicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Order No. 1, and the approved Plan ofOperations. The Operator is fully responsible for the actions of his subcontractors. A copy of theseconditions will be furnished to the field representative to ensure compliance.
1. Estimated Tops of Important Geologic Markers:

Formation Depth

Duchesne River/Uinta SurfaceLower Green River 4,260'
Wasatch 6,060'
• Top of Wasatch Red Beds None Anticipated
• Bottom of Wasatch Red Beds None AnticipatedTotal Depth 9,000'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:
Substance Formation Depth
Oil Lower Green River 2 4,260'

Wasatch 6,060'Gas Lower Green River 4,260'Wasatch 6,060'Water N/AOther Minerals N/A

All fresh water and prospectively valuable minerals encountered during drilling will be recordedby depth and adequately protected. Oil and gas shows will be evaluated to determine commercialpotential.

3. Pressure Control Equipment: (Schematic Attached)

Coastal Oil & Gas Corporation's specifications for pressure control equipment are as follows:
• 11"/13-5/8" Annular Preventer, 11"/13-5/8" Double BOP with blind and pipe rams, anddrilling Spool. Each component shall be rated for a miniumum of 3,000 psi working
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Ute #1-1D7
Drilling Program

Page 2

• Ram type preventers and associated equipment shall be tested to approved stack workingpressure, if isolatedby test plug, or to 70% of internal yield pressure of casing. Pressureshall be maintained for at least 10 minutes or until requirements of test are met, whicheveris longer. If a test plug is utilized, no bleed-off pressure is acceptable. For a test notutilizing a test plug, if a decline in pressure of more than 10% in 30 minutes occurs, thetest shall be considered to have failed. Valve on casing head below test plug shall be openduring test of BOP stack.

• Annular preventers shall be tested to 250 psi and 70% of the rated working pressure, ifisolated by test plug, or to 70% of internal yield pressure of casing. Pressure shall bemaintained at least 10 minutes or until provisions of test are met, whichever is longer.
• As a minimum, the above test will be performed when initially installed, whenever anyseal subject to test pressure is broken, following related repairs, or at 30-day intervals.

• Valves shall be tested from working pressure side during BOPE tests with all downstreamvalves open.

• When testing the kill line valve(s), the check valve shall be held open or the ball removed.
• Annular preventers shall be functionally operated at least weekly.
• Pipe and blind rams shall be activated each trip; however, this function need not beperformed more than once a day. A record of this function shall be recorded on the dailydrilling report. Preventers will be pressure tested before drilling casing cement plugs.

• A BOPE pit level drill shall be conducted weekly for each drilling crew.
• Pressure tests shall apply to all related well control equipment.
All of the above described tests and/or drills shall be recorded in the drilling log.
BOP systems shall be consistent with API RP53. Pressure tests will be conducted before drillingout from under casing strings which have been set and cemented in place. Blowout preventercontrols will be installed prior to drilling the surface casing shoe and will remain in use until thewell is completed or abandoned. Preventers will be inspected and operated in accrodance withOnshore Order No. 2.

The District Office should be notified, with sufficient lead time, in order to have the BLMrepresentative on location during pressure testing.

a. The size and the rating of the BOP stack is shown on the attached diagram. The minimumallowable working pressure of BOP equipment shall be 3,000 psi.
b. A choke line and a kill line are to be properly installed. The kill line is not to be used asa fill-up line.

c. The accumulator system shall have a pressure capacity to provide for repeated operationof hydraulic
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d. Drill string safety valve(s), to fit all drill string components, are to be maintained on therig floor while drilling operations are in progress.

4. Proposed Casing and Cementing Program:

a. The proposed Casing Program will be as follows:

Purpose Depth Hole Size Cse Size Wt/ft Grade Tvoe

Conductor 0-40' 20" 16" 65# H-40 ST&CSurface 0-1,207' 12¼" 9¾" 36# K-55 ST&CProd Casing 0-TD 8½" 5½" 17# N-80 LT&C
The proposed casing and cementing program shall be conducted as approved to protectand/or isolate all usable water zones, potentially productive zones, lost circulation zones,abnormally pressured zones, and any prospectively valuable deposits of minerals. Anyisolating medium other than cement shall receive approval prior to use. The casing settingdepth shall be calculated to position the casing seat opposite a competent formation whichwill contain the maximumpressure to which it will be exposed during normal drillingoperations. Determination of casing setting depth shall be based on all relevant factors,including: presencelabsence of hydrocarbons, fracture gradients, usable water zones,formation pressures, lost circulation zones, other minerals, or other unusualcharacteristics. All indications of usable water shall be reported.

Casing design shall assume formation pressure gradients of 0.44 to 0.50 psi per foot forexploratory wells (lacking better data).

Casing design shall assume fracture gradients from 0.70 to 1.00 psi per foot forexploratory wells (lacking better data).

Casing collars shall have a minimum clearance of 0.422" of all sides in the hole/casingannulus, with recognition that variances can be granted forjustified exceptions.

All waiting on cement times shall be adequate to achieve a minimum of 500 psicompressive strength at the casing shoe prior to drilling out.

All casing, except conductor casing, shall be new or reconditioned and tested. Usedcasing shall meet or exceed API standards for new casing.

The surface casing shall be cemented back to surface either during the primary cement jobor by remedial cementing.

All indications of usable water shall be reported to the Authorized Officer prior to runningthe next string of casing or before plugging orders are requested, whichever occurs first.

Surface casing shall have centralizers on every fourth joint of casing, starting with the shoejointand up to the bottom of the
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Top plugs shall be used to reduce contamination of cement by displacement fluid. Abottom plug or other acceptable technique, such as a suitable preflush fluid, inner stringcement method, etc., shall be utilized to help isolate the cement from contamination by themud being displaced ahead of the cement slurry.

All casing strings below the conductor shall be pressure tested to 0.22 psi per foot ofcasing string length or to 1500 psi, whichever is greater, but not to exceed 70% of thecasing internal yield pressure. If pressure declines more than 10% in 30 minutes,corrective action shall be taken.

Casing design subject to revision based on geologic conditions encountered.

b. The Cement Program will be as follows:

Conductor Ell Type & Amount

0-40' 40' 10 sx of Class "G".

Surface Ell Tvpe & Amount

0-1,207' 1,207' Lead: Approximately 200 sx of Class "G" Lite
+ 3% CaCl2 at 13.1 ppg, 1.68 ft.3/sx, sufficient
to circulate to surface.

Tail: A minimum of 150 sx of Class "G" + 3%
CaCl2at 15.8 ppg, 1.17 ft.3/sx.

Production Casing Tvpe & Amount

TD - at least 500' above Class "G" + 10% D53 (Gypsum) + 0.2% D46Top of productive interval (Antifoam)+ 0.1% D74 (Extender) + 10#lsxD24
(Gilsonite) at 14.0 ppg, 1.73 ft.3/SX.

Approximately 800 sx.

Additional cement may be pumped as necessary for protection against corrosive zones orother zones with hydrocarbon-producing potential. A stage cementing tool is optional.

Anticipated cement tops will be reported as to depth, not the expected number of sacks ofcement to be used. The District Office shall be provided with 24 hours notice in order tohave a BLM representative on location while running all casing strings and cementing.

After cementing, but before commencing any test, the casing string shall stand cementeduntil the cement has reached a compressive strength of at least 500 psi at the shoe. WOCtime shall be recorded in the Driller's Log.

c. The following reports shall be filed with the District Manager within 30 days after thework is
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1. Progress reports, Form 3160-5, "Sundry Notices and Reports on Wells," must
include the following information:

a) Setting of each string of casing showing the size, grade, weight of casing
set, setting depth, amounts and type of cement used, whether cement
circulated or the top of the cement behind the casing, depth of the
cementing tools used, casing test method and results, and the date of the
work done. Spud date will be shown on the first reports submitted.

b) A temperature or bond log will be submitted for the production casing.
A bond log will not be run on the other string, as cement is generally able
to be lifted to surface.

d. Auxiliary equipment to be used as follows:

1. Kelly cock.

2. No bit float is deemed necessary.

3. A sub with a full opening (TIW) valve.

5. Drilling Fluids Program:

a. Interval Tvpe Mud Wt.

0-6,000' Air Mist/Aerated Water 8.4-8.6 ppg6,000'-TD LSND 8.6-10 ppg

Sufficient quantities of mud materials will be maintained or readily accessible for the
purpose of assuring well control during the course of drilling operations.

A mud test shall be performed every 24 hours after mpdding up to determine, as
applicable: density, viscosity, gel strength, static filtration loss, and pH.

b. Mud monitoring equipment will be checked periodically each tour.

c. No chromate additives will be used in the mud system on Federal and/or Indian lands
without prior BLM approval to ensure adequate protection of freshwater aquifers.

d. No chemicals subject to reporting under SARA Title III in an amount equal to or greater
than 10,000 pounds will be used, produced, stored, transported, or disposed of annually
in association with the drilling of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used,
produced, stored, transported, or disposed of in association with the drilling of this
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6. Evaluation Program:

a. Logging Program:

Resistivity-GR, SP: 1,000'-TD.
Sonic-GR: 1,000'-TD.

Drill Stem Tests: None anticipated.

Cores: None anticipated.

The Evaluation Program may change at the discretion of the well site geologist.

Drill stem tests, if they are run, will adhere to the following requirements:

Initial opening of the drill stem test tools shall be restricted to daylight hours unless
specific approval to start during other hours is obtained from the Authorized Officer.
However, DST's may be allowed to continue at night if the test was initiated during
daylight hours and the rate of flow is stabilized and if adequate lighting is available (i.e.
lighting which is adequate for visibilityand vapor-proof for safe operations). Packers can
be released, but tripping shall not begin before daylight, unless prior approval is obtained
from the Authorized Officer. Closed chamber DST's may be performed day or night.

Drill stem testing tools will provide for reverse circulation in case of flow to the surface
showing evidence of hydrocarbons.

Separation equipment required for the anticipated recovery shall be properly installed
before a test starts.

All engines within 100 feet of the wellbore that are required to be operational during the
test shall have spark arresters or water-cooled exhausts.

b. Whether the well is completed as a dry hole or a pro$cer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. One copy of all logs, core descriptions, core analyses,
well test data, geologic summaries, sample description, and all other surveys or data
obtained and compiled during the drilling, workover, and/or completion operations will
be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will be submitted
when requested by the Authorized Officer.

c. No stimulation or frac treatment has been designed for this well at this time; however, the
drill site, as approved, will be of sufficient size to accommodate all completion activities.
Any frac treatment program specifics will be submitted via sundry
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7. Abnormal Conditions:

No abnormal temperatures or pressures are anticipated. No hydrogen sulfide has been encountered
in or known to exist from previous drilling in the area at this depth. Maximum anticipated
bottomhole pressure approximately equals 3,600 psi (calculated at 0.4 psilfoot) and maximum
anticipated surface pressure equals approximately 1,620 psi (bottomhole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psilfoot).

8. Anticipated Starting Dates and Notification of Operations:

a. Drilling Activity

Anticipated Commencement Date: Upon approval of this application.
Drilling Days: Approximately 30 days.
Completion Days: Approximately 20 days.

b. Notification of Operations

The BLM in Vernal, Utah, will be notified at least 24 hours prior to the commencement
of spudding the well (to be followed with a Sundry Notice, Form 3160-5), of initiating
pressure tests of the blowout preventer and related equipment, and running casing and
cementing of all casing strings.

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in suspended status without
prior approval from the Authorized Officer. If operations are to be suspended, prior
approval of the Authorized Officer will be obtained and notification given before
resumption of operations.

In accordance with Onshore Oil and Gas Order No. 1, this well will be reported on Form
3160-6, "Monthly Report of Operations," starting with the month in which operations
commence and continue each month until the well is physigally plugged and abandoned.
This report will be filed with the Vernal BLM District Office, 170 South 500 East, Vernal,
Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

Should the well be successfullycompleted for production, the Authorized Officer will be
notified when the well is placed in a producing status. Such notification will be sent by
written communication not later than 5 days following the date when the well is placed on
production.

Pursuant to Onshore Order No. 7, with the approval of the District Engineer, produced
water may be temporarily disposed of into unlined pits for a period of up to 90 days.
During this period, an application for approval of the permanent disposal method,
accompanied by water analysis and other required information, must be submitted to the
District
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Pursuant to NTL-4A, lessees or operators are authorized to vent/flare gas during the initial
well evaluation tests, not to exceed 30 days or the production of 50 MMCF of gas,
whichever occurs first. An application must be filed with the District Engineer and
approval received for any venting/flaring of gas beyond the initial 30 day or authorizedtest period.

A schematic facilities diagram, as required by 43 CFR 3162.7-5 (b.9.d.), shall be
submitted to the District Office within 60 days of installation or first production, whichever
occurs first. All site security regulations, as specified in Onshore Oil & Gas Order No.
3, shall be adhered to. All product lines entering and leaving hydrocarbon storage tanks
will be effectively sealed in accordance with 43 CFR 3162.7-5 (b.4).

No well abandonment operations will be commenced without the prior approval of the
Authorized Officer. In the case of newly drilled dry holes or failures, and in emergency
situations, oral approval will be obtained from the Authorized Officer. A "Subsequent
Report of Abandonment, " Form 3160-5, will be filed with the Authorized Officer within
30 days following completion of the well for abandonment. This report will indicate
placement of the plugs and current status of the surface restoration. Final abandonment
will not be approved until the surface reclamation work required by the approved APD or
approved abandonment notice has been completed to the satisfaction of the Authorized
Officer or his representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators have the
responsibility to see that their exploration, development, production, and construction
operations are conducted in a manner which conforms with applicable Federal laws and
regulations and with the State and local laws, to the extent to which they are applicable,
to operations on Federal or Indian
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UTE #1-1D7
825' FNL & 1000' FEL

NEINE, SECTION 1-T4S-R7W
DUCHESNE COUNTY, UTAH

LEASE NUMBER: 14-20-H62-4703

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

Notification Requirements

Location Construction: 48 hours prior to construction of location and access roads.

Location Completion: Prior to moving the drilling rig.

Spud Notice: At least 24 hours prior to spudding the well.

Casing String & Cementing: 24 hours prior to running casing and cementing all casing strings.

BOP & Related Equipment Tests: 24 hours prior to initiating pressure tests.

First Production Notice: Within 5 days after new well begins or production resumes after
well has been off production for more than 90 days.

The on-site inspection for this well was held on 4/9/97 at 9:45 a.m. The temperature was cold, the sky
was overcast, and the surface was snow-covered. In attendance were:

Bonnie Carson Coastal Oil & Gas Corporation
Clay Einerson Coastal Oil & Gas Corporation
Scott Sealy Coastal Oil & Gas Corporation
Clint Turner Coastal Oil & Gas Corporation
Greg Darlington Bureau of Land Management
Dale Hanberg Bureau of Indian Affairs
Dennis Ingram State of Utah
Leo Tapoof Ute Tribe
Tracey Henline U.E.L.S. Inc.

1. Existing Roads:

The proposed well site is approximately 11 miles west of Duchesne, Utah.

Directions to the location from Duchesne, Utah, are:

Proceed in a westerly direction on Highway 40 from Duchesne, Utah, approximately 10 miles to
the junctionof this road and an existing road to the south; turn left and proceed in a southwesterly,
then westerly direction approximately 0.7 miles to the beginning of the proposed access road
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the west. Follow road flags in a westerly, then northwesterly, then southwesterly direction
approximately 1.3 miles to the proposed location.

Refer to Topo Maps A and B for location of access roads within a 2 mile radius.

There will be no improvements to existing access roads.

All existing roads will be maintained and kept in good repair during all drilling and completionoperations associated with this well.

2. Planned Access Roads:

Approximately 1.3 miles of new access will be required. The new access road will be crowned
and ditched with a running surface if 18 feet and a maximum disturbed width of 30 feet,Appropriate water control will be installed to control erosion.

At the beginning of the proposed access road, a dirt ramp will be built to bury a 2" and 4"pipeline that originate at the Ute #1-6D6 well. At that same point, an overhead anchor will beinstalled prior to construction to facilitate travel underneath a power line.

The maximum grade will be less than 8% at the steepest point.

There will be no turnouts or major cuts and fills.

There will be no low water crossings, culverts, or bridges.

The access road was centerline flagged during time of staking.

Surfacing material may be necessary, depending upon weather conditions.

Surface disturbance and vehicular traffic will be limited to the approved location and approved
access route. Any additional area needed will be approved in advoce.

Access roads and surface disturbing activities will conform to standards outlined in the BLM and
Forest Service publication: Surface Operatina Standards for Oil and Gas Exploration and
Development, 1989.

The road surface and shoulders will be kept in a safe and usable condition and will be maintained
in accordance with the original construction standards. All drainage ditches and culverts will bekept clear and free-flowing and will be maintained according to original construction standards.
The access road right-of-way will be kept free of trash during operations. All traffic will beconfined to the approved right-of-way. Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossingsshall be designed so they will not cause siltation or accumulation
of debris in the drainage crossing nor shall the drainages be blocked by the roadbed. Erosion of
drainage ditches by runoff water shall be prevented by diverting water off at frequent intervals by
means of cutouts. Should mud holes develop, they shall be filled in and detours around them
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3. Location of Existing Wells Within a 1-Mile Radius: (See Map C)

a. Water wells - 0

b. Producing wells - 0

c. Drilling wells - 0

d. Shut-in wells - 0

e. Temporarily abandoned wells - 0

f. Disposal wells - 0

g. Abandoned wells - 0

h. Injection wells - 0

4. Location of Existing and Proposed Facilities:

The following guidelines will apply if the well is productive.

a. A diagram showing the proposed production facilities will be submitted via Sundry Notice
Form 3160-5 prior to facilities installation.

b. All production facilities will be located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope or the top of the fill slope.

c. A dike will be constructed completely around those production facilities which contain
fluids (i.e., production tanks, produced water tanks, and/or heater/treater). These dikes
willbe constructed of compacted subsoil, be impervious, hold 100% of the capacity of the
largest tank, and be independent of the back cut.

d. All permanent (on-site six months or longer) above the ground structures constructed or
installed, including pumping units, will be painted Desert Brown, Munsell standard color
number 10 YR 6/3. All facilities will be painted within six months of installation.
Facilities required to comply with the Occupational Safety and Health Act (OSHA) will
be excluded.

e. If, at any time, the facilitieslocated on public land and authorized by the terms of the lease
are no longer included in the lease (due to a contraction in the unit or other lease or unit
boundary change), the BLM will process a change in authorization to the appropriate
statute. The authorization will be subject to the appropriate rental or other financial
obligation, as determined by the Authorized Officer.

f. Any necessary pits will be properly fenced to protect livestock and prevent wildlife
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5. Location and Tvpe of Water Supplv:

All water needed for drilling purposes will be obtained from:

City of Duchesne Culinary Water System
Sections 1 and 2, T4S-R5W
Under the existing water rights held by the City of Duchesne, Utah.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this lease.

6. Source of Construction Materials:

Surface and subsoil materials in the immediate area will be utilized.

Any gravel will be obtained from a commercial source.

The use of materials under BLM jurisdictionwill conform with 43 CFR 3610.2.3. Construction
material will not be located on lease.

No construction materials will be removed from Federal/Indian lands without prior approval from
the appropriate surface management agency.

7. Methods of Handling Waste Materials:

a. Drill cuttings will be contained and buried in the reserve pit.

b. Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon
termination of drilling and completionoperations, the liquid contents of the reserve pit will
be removed and disposed of at an approved waste disposal facility within 120 days after
drilling is terminated.

c. The reserve pit will be constructed on the location and will not be located within natural
drainages, where a flood hazard exists or surface runoff will destroy or damage the pit
walls. The reserve pit will be constructed so that it will not leak, break, or allow discharge
of liquids.

A plastic reinforced liner will be used to line the reserve pit. It will be a minimum of 12
mil thick, with sufficient bedding used to cover any rocks. The liner will overlap the pit
walls and be covered with dirt and/or rocks to hold it in place. No trash or scrap that
could puncture the liner will be disposed of in the pit.

d. After first production, produced waste water will be confined to the approved pit or
storage tank for a period not to exceed 90 days. During the 90 day period, in accordance
with Onshore Order No. 7, an application for approval of a permanent disposal method
and location, along with the required water analysis, will be submitted for the Authorized
Officer's



O O
Ute #1-1D7 Surface Use & Operations Plan Page 5

e. Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up
and removed to an approved disposal site.

f. A chemical porta-toilet will be furnished with the drilling rig.

g. Garbage, trash, and other waste materials will be collected in a portable, self-contained,
fully enclosed trash cage during operations. No trash will be burned on location.

h. All debris and other waste material not contained in the trash cage will be cleaned up and
removed from the location immediately after removal of the drilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until
such time as the pits are backfilled.

i. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported, or
disposed of annually in association with the drilling of this well. Furthermore, no
extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported, or disposed of in association with
the drilling of this well.

8. Ancillary Facilities:

None are anticipated.

9. Well Site Lavout: (See Location Layout Diagram)

The attached Location Layout Diagram describes drill pad cross-sections, cuts and fills, and
locations of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s),
and surface material stockpile(s).

See the attached diagram to describe rig orientation, parking areas, and access roads.

a. The reserve pit will be located on the southeast side of the location.

b. The stockpiled topsoil (first six inches) will be stored on the west and northwest sides of
the location. All brush removed from the well pad during construction will be stockpiled
separately from the topsoil.

c. The flare pit will be located on the south side of the location, downwind from the
prevailing wind direction and a minimum of 100 feet from the wellhead and 30 feet from
the reserve pit fence.

d. Access will be from the west.

e. All pits will be fenced according to the following minimum
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39 inch net wire will be used with at least one strand of barbed wire on top of the net wire.
Barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the
top of the entire fence.

The net wire shall be no more than two inches above the ground. The barbed wire shall
be three inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at
all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum
distance between any 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner
posts.

f. The reserve pit fencing will be on two sides (providing for blooie line as necessary for air
drilling operations) during drilling operations, and on the remaining sides when the rig
moves off location. Pits will be fenced and maintained until cleanup.

10. Plans for Reclamation of the Surface:

a. Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in
accordance with 43 CFR 3162.7-1.

If a plastic, nylon reinforced, liner is used, it shall be torn and perforated before
backfilling of the reserve pit.

Before any dirt work associated with location restoration takes place, the reserve pit shall
be as dry as possible. All debris in it will be removed. Other waste and spoil materials
will be disposed of immediately upon completion of operations.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. The reserve
pit will be reclaimed within 90 days from the date of well completion, weather permitting.

To prevent surface water(s) from standing (ponding) on the reclaimed reserve pit area,
final reclamation of the reserve pit will consist of "mounding" the surface three feet above
surrounding ground surface to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring, the stockpiled topsoil will be
spread evenly over the reclaimed
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Arrangements are being negotiated between the landowner(s) and the Operator defining
the specific requirements for surface reclamation. Notification will be submitted verbally
and/or via letter when landowner negotiations are complete.

b. Dry Hole/Abandoned Location:

On lands administered by the BLM, abandoned well sites, roads, and other disturbed areas
will be restored as near as practical to their original condition. Where applicable, these
conditions include the re-establishment of irrigation systems, the re-establishment of
appropriate soil conditions, and the re-establishment of vegetation as specified.

All disturbed surfaces will be recontoured to the approximate natural contours, with
reclamation of the well pad and access road to be performed as soon as practical after final
abandonment. Reseeding operations will be performed after completion of other
reclamation operations.

11. Surface Ownership:

a. Well Pad - The well is located on lands owned by:

• Richine A. Johnson, Gregory K. Lewis, Jennifer Fernelius & Mary Ann Westman,
JT
clo Richine Johnson
2765 Melony Drive
Salt Lake City, Utah 84124

b. Access roads - Portions of the access road are owned by various landowners, including:

• Carl D. Peterson
• Ralph Madsen, Carolyn Madsen
• Falcon Commichaux
• Robert Lafeen
• Cedar Mountain No.9
• Blanca Czirr

12. Other Information:

a. All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved
Plan of Operations, and any applicable Notice of Lessees. The Operator is fully
responsible for the actions of his subcontractors. A copy of these conditions will be
furnished to the field representative to ensure compliance.

b. The Operator will control noxious weeds along right-of-ways for roads, pipelines, well
sites, or other applicable facilities. A list of noxious weeds may be obtained from the
BLM or the appropriate County Extension Office. On BLM administered land, it is
required that a Pesticide Use Proposal be submitted and approved prior to the application
of herbicides or other pesticides or possibly hazardous
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c. Drilling rigs and/or equipmentused during drilling operations on this location will not be
stacked or stored on Federal Lands after the conclusion of drilling operations or at any
other time without BLM authorization. If BLM authorization is obtained, such storage is
only a temporary measure.

d. The BLM office shall be notified upon site completion and prior to moving drilling tools
onto the location.

f. No work will be done on the location until negotiations with the landowner(s) are
complete.

g. Private surface owner waivers (archaeology waviers) are being obtained from all
landowners for both the well pad and access road and will be provided to the BLM as soon
as practicable.

h. Surface owner damage agreements are in the process of being negotiated between all
parties and Coastal's land department.

i. All necessary production pipelines will follow the access road. See Map B.

13. Lessee's or Operator's Representative and Certification:

Bonnie Carson John D. Martin
Senior Environmental Analyst Vice President Drilling
Coastal Oil & Gas Corporation Coastal Oil & Gas Corporation
P.O. Box 749 9 Greenway Plaza, Suite 2770A
Denver, CO 80201-0749 Houston, TX 77046
(303) 573-4476 (713) 877-6806

Certification: All lease and/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the
approved Plan of Operations, and any applicable Notice to Lessees. ·.

The Operator will be fully responsible for the actions of its subcontractors. A complete copy of
the approved "Application for Permit to Drill" will be furnished to the field representative(s) to
ensure compliance and shall be on location during all construction and drilling operations.

I hereby certify that I, or persons under my supervision, have inspected the proposed drill site and
access route, that I am familiar with the conditions that currently exist; that the statements made
in this plan are, to the best of my knowledge, true and correct; and the work associated with the
operations proposed herein will be performed by the operator, its contractors and subcontractors
in conformity with this plan and the terms and conditions under which it is approved.

B nnie Carson
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/21/97 API NO. ASSIGNED: 43-013-31875

WELL NAME: UTE 1-1D7
OPERATOR: COASTAL OIL & GAS CORP (NO230)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NENE 01 - TO4S - RO7W
SURFACE: 0825-FNL-1000-FEL TECH REVIEW Initials Date
BOTTOM: 0825-FNL-1000-FEL
DUCHESNE COUNTY Engineering
UNDESIGMATED FIELD (002)

Geology
LEASE TYPE: IND
LEASE NUMBER: 14-20-'62-4703 Surface

PROPOSED PRODUCING FORMATION: GR-WS

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal State [] Fee []

(Number µ#'Og § ) R649-3-2. General.
Potash (Y/N)
Dil shale (Y/N) R649-3-3. Exception.
Water permit

(Number p i n/ pp gy M/§Ë Drilling Unit .

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:

STIPULATIONS: y 4Ti ò¾.) y



0 6

OPERATOR: COASTAL (NO230)
FIELD: CEDAR RIM& UNDESIGNATED (080&002)
SEC, TWP, RNG: 31, T3S, R6W, 1, T4S, R7W
COUNTY: DUCHESNE
UAC: R649-3-3

WSTC
UTE 1-36C7

GR-WS

UTE 3-31C6 e

GR-½

WSTCUTE 1-1D7
e

GR-WS

I

GR-WS

PREPARED:
DATE:
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DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

Operator: Coastal Oil & Gas Corporation

Well Name & Number: Ute #1-1D7
.

API Number: 43-013-

Location: 1/4,1/4 NEINE Sec. 1 T. 4S R. 7W

Geology/Ground Water:

Reviewer: Date:

Surface:

(Landowner: Mega Point System out of Maryland); Tribal minerals; Was |ointvisit
with representation from DOGM, BLM, BlA, Ute Indian Tribe, Coastal Oil & Gas, and dirt
contractor. Coastal had invited landowner to meetinq. Proposed site was located in
rolling hills in dense cedar and pinyon forest (see photos). Ground appeared stable with
proposed reserve pit in cut. No surface water was observed. Fluids will possibly be
commingled to another Tribal lease. BIA (Dale Hanberg) notified Coastal that a waiver
for the arch clearance by landowner would not be excepted by the federal government.

Photos of location in predrill status were taken for well files.

Reviewer: Dennis L. Ingram Date: 4/9/97

Conditions of ApprovallApplication for Permit to Drill:
1. DOGM recognizes BLM as desiqnated requiator for permittinq and non-compliance
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FORM APPROVEDForm 3160-5 UNITED STATES

Budget Bureau No. 1004-0135(June 1990) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993
BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

suNDRY NOTICES AND REPORTS ON WELLS 14-20-H62-4703
Do not use thisform for proposals to drill or to deepen or reentry to a different reservoir.

6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT-" for such proposals Ute Tribe
7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE N/A
1. Type of Well

11 ell Om r 8. Well Name and NoUte
1-1D72. Name of Operator

Coastal Oil &Gas Corporation 9. APIWe11No.
3. Address and Telephone No.

P.O. Box 749, Denver, CO 80201-0749 (303) 573-4455 10. Field and Pool, or exploratory Area
4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

825'FNL & 1000' FEL Cedar Rim
NE/NESection 1-T4S-R7W 11. County or Parish, State

Duchesne County UT
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recompledon New ConstructionO Subsequent Report Plugging Back Non-Routine Practuring

O caras a.sair O Water Shut-OffO Final Abandonment Notice
Altering Casing Conversion to Injection
Other Location exception oisposewater

(Note: Report results of nmltiple completion on Well
Completion or Recompletion Report aml Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The Operator respectfully requests that the subject well be granted a location exception because of
topographic constraints. Operator owns all of the oil and gas leasehold rights in Section 1-T4S-R7W,
Section 36-T3S-R7W, Section 31-T3S-R6W, and Section 6-T4S-R6W.

14. I hereby ce going e and correct Shei Ia Bremer
Signed Title Environmental & Safety Analyst oate 4/25/97

ppSro eceb ral e )
Title BRADLEYG. HILL

oat. 9 iConditions of apfoval, if any: ULAMA I ION NVt-UIAUS I III

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.

* See Instruction on Reverse Side
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O State of Utah

DEPARTMENTOFNATURALRESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

May 4, 1998
I
I

Coastal Oil & Gas Corporation
P.O. Box 749
Denver, Colorado 80201-0749

Re: Ute 1-1D7 Well, 825' FNL, 1000' FEL, NE NE, Sec. 1, T. 4 S.
R. 7 W., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

Appropriate information has been submitted to DOGM by
Coastal Oil & Gas Corporation and administrative approval of the
requested exception location is hereby granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31875.

Si erely,

J hn R. Baza j
ssociate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District
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Operator: Coastal Oil & Gas Corporation

Well Name & Number: Ute 1-1D7

API Number: 43-013-31875

Lease: 14-20-H62-4703

Location: NE NE Sec. 1 T. 4 S. R. 7 W.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jim
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Dan Jarvis at (801) 538-5338
or Robert Krueger at (801) 538-5274.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.

4. .State approval of this well does not supercede the required
federal approval which must be obtained prior to



United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Vemal Field Office
170 South 500 East Phone: (435) 781-4400

mREP YREFERTo Vemal, Utah 84078-2799 Fax:(435)781-4410
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UTO8438

January 28, 2000

RECElVED
JAN3 1 2000

Coastal Oil&Gas Corporation DIVISION OF

PO Box 1148 OIL,GAS ANDMINING

Vernal, UT 84078

Re: Well No. Ute 1-1D7
NENE, Sec. 1, T4S, R7W
Lease No. 14-20-H62-4703

Dear Cheryl:

The referenced application was received on April21, 1997. The BIA Concurrence has not been
received. Therefore, as you were notified November 15, 1999, the Application for Permit to
Drill (APD) for the above referenced well is being returned. Ifyou intend to drill at this location
at a future date, a new Application for Permit to Drillmust be submitted.

If you have any questions concerning APD processing, please contact me at (435) 781-4492.

Sincerely,

rgie Herrmann
Legal Instruments Examiner


	APD-DRILL
	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL

